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ARTWORK SPECIFICATIONS 
 
 
For CD/DVD label or paper printing, we accept artwork created in: 
  
Adobe Illustrator CS3 or earlier versions (Preferred, see attached jpg example)  

Quark XPress 6.1 or earlier versions 

Adobe Photoshop CS3 or earlier versions 
Adobe InDesign CS3 or earlier 

  
We  cannot accept low resolution JPEG or PDF �les.  
  
Artwork Speci�cations: 
 

 CMYK for 4 color process or Pantone colors.  Mention if white �ood needed. 
 RGB �les have to be converted to CMYK and some colors may look di�erent 

after the conversion. 
 Minimum output resolution of 300 dpi. 
 All text must be saved as outlines or must include font �les with graphic �les. 

 MAC fonts must be stu�ed to be usable 
 Zero kb �les are unusable. 
 If using our templates or not, include all layers, do not �atten the �le 
 Minimum type size should be 6 pt and Min. reversed type size should be 6 pt.  
 Minimum line thickness is 0.5 pt.  
 Serif typefaces are not recommended for small font sizes.  
 Trapping a trapping spread of 0.2 pts. is best on spot color projects. Without 

trapping, slight registration variations during printing cause gaps wherever a 
lighter object is surrounded by a darker color. Adding a 0.2 outline of the same 
color recti�es the problem.  

 All placed EPS, JPG or TIFF �les must be embedded or included with the �le.  
Be sure all linked �les are included. The �le should be to size 

 When uploading �les to FTP site or burning to a CD please ensure that all �les 
have data – do not include zero kb �les (specially MAC �les). 

 

To expedite your order, we recommend including these items with your submissions: 

• Hard copies of your artwork (color or b/w laser prints)   
• All your layout �les   
• All EPS, TIFF, and Placed Images   
• All fonts (screen & PostScript) used in your artwork   
• A printed directory of the �les on your disk/submission.   

*Warning: Font �les may become corrupt during transfer, which may cause a delay in turn time


